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STAINLESS
STEEL

SOLUTIONS
Stainless Steel Available for all 

BestPack Carton Sealing Models

STAINLESS STEEL OPTIONS ROUTINE CLEANING OPTIONS

304
STAINLESS STEEL

FOOD GRADE 

316
STAINLESS STEEL

CHEMICAL CORROSION
RESISTANCE

IP52
ROUTINE CLEANING

WIPE DOWN

IP56
ROUTINE CLEANING

WASH DOWN

Ideal for
FOOD PROCESSING
& PHARMACEUTICAL
APPLICATIONS
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• Random Side Drive Belt

• Heavy Duty Maintenance Free Oil-less Air Cylinder

• Random Mast Design

• Heavy Duty 2mm Food Grade 304 Stainless Welded 
   Frame Including Upper Welded Legs

(6.0" - U) x (4.25" - 20.0") x (4.0" - 21.0")
Carton Range (L x W x H) 

Up to 15
cartons/min.OPERATOR

REQUIRED
RANDOM
CARTONS

TOP & BOTTOM
SEAL

RS-S
RANDOM SIDEDRIVE SEALER

• Uniform Side Drive Belt

• In-Line Automatic Top Flap Folding Section

• Interlock Safety Gates in the Kicker Station

• Heavy Duty Maintenance Free Oil-less Air Cylinder

(6.0" - 25.5") x (6.0" - 14.0") x (6.5" - 20.0")
Carton Range (L x W x H) 

Up to 34
cartons/min. NO OPERATOR

REQUIRED
UNIFORM
CARTONS

TOP & BOTTOM
SEAL

AS-S
AUTOMATIC UNIFORM SIDEDRIVE SEALER

• Uniform Top & Bottom Belt Drive 
• Low Tape/No Tape On Carton/No Cut Sensors with
   Malfunction Alarm and Three Color Light
• Heavy Duty Maintenance Free Oil-less Air Cylinder
• Heavy Duty 3mm Food Grade 304 Stainless Welded 
   Frame Including Upper Welded Legs

(10.3" - 23.5) x (9.8" - 23.5") x (9.8" - 23.5")
Carton Range (L x W x H) 

Up to 8
cartons/min.NO OPERATOR

REQUIRED
UNIFORM
CARTONS

4-EDGE SEAL
W/ CORNERS

AT4EL-S
FULLY AUTOMATIC 4-EDGE SEALER

• Uniform Side Belt Drive

• Telescopic Mast Design

• Unique 4 Roller Upper Side Compression Unit

• Heavy Duty 2mm Food Grade 304 Stainless Welded 
   Frame Including Upper Welded Legs

(6.0" - U) x (4.25" - 20.0") x (3.5" - 20.5")
Carton Range (L x W x H) 

Up to 40
cartons/min.

MSD-S
MANUAL SIDEDRIVE STAINLESS SEALER

OPERATOR
REQUIRED

UNIFORM
CARTONS

TOP & BOTTOM
SEAL


